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NOTES FOR TEMPORARY TRAFFIC SIGNALS
ALL CONTROL EQUIPMENT INCLUDING EMERGENCY PRE-EMPTION AND COMMUNICATION DEVICES
FOR THE TEMPORARY TRAFFIC SIGNAL (S) SHALL BE FURNISHED BY THE CONTRACTOR.

ONLY CONTROLLERS SUPPLIED BY ONE OF THE DISTRICT APPROVED CLOSED LOOP EQUIPMENT
MANUFACTURERS WILL B E APPROVED FOR USE AT TEMPORARY SIGNAL LOCATIONS. ALL
CONTROLLERS USED FOR TEMPORARY TRAFFIC SIGNALS SHALL BE FULLY ACTUATED NEMA
MICROPROCESSOR BASED WITH RS232 DATA ENTRY POSTS COMPATIBLE WITH EXISTING
MONITORING SOFTWARE APPROVED BY IDOT DISTRICT 1, INSTALLED IN A NEMA TS2
CABINET. ONLY ONE BRAND OF CONTROLLER WILL BE ACCEPTED FOR ANY ONE CONTRACT.

ALL TRAFFIC SIGNAL SECTIONS AND PEDESTRIAN SIGNAL SECTIONS SHALL BE LED AND
12" (300mm) DIAMETER, HEADS SHALL BE PLACED AS INDICATED ON THE TEMPORARY
TRAFFIC SIGNAL PLAN OR AS DIRECTED BY THE ENGINEER. PEDESTRIAN SIGNALS SHALL
INCLUDE SOLID INTERNATIONAL SYMBOLS. PEDESTRIAN SIGNALS ARE NOT TO BE INSTALLED
AT A RAILROAD INTERSECTION. THE CONTRACTOR SHALL FURNISH ENOUGH CABLE SLACK TO
RELOCATE HEADS TO ANY POSITION ON THE SPAN WIRE OR AT LOCATIONS ILLUTRATED ON
THE PLANS FOR CONSTRUCTION STAGING. THE TEMPORARY TRAFFIC SIGNAL SHALL REMAIN
IN OPERATION DURING ALL SIGNAL HEAD RELOCATIONS. EACH TEMPORAY TRAFFIC SIGNAL
HEAD SHALL HAVE ITS OWN CABLE FROM THE CONTROLLER CABINET TO THE SIGNAL HEAD.

ALL EXISTING STREET NAME AND INTERSECTION REGULATORY SIGNS SHALL BE REMOVED
FROM EXISTING POLES, RELOCTED AND SECURELY FASTENED TO THE SPAN WIRE OR WOOD
POLE AS DIRECTED BY THE ENGINEER.

ANY TEMPORARY SIGNAL WITHIN AN EXISTING CLOSED LOOP TRAFFIC SIGNAL SYSTEM SHALL
BE INTERCONNECTED TO THAT SYSTEM USING SIMILAR BRAND CONTROL EQUIPMENT.

THE TEMPORARY TRAFFIC SIGNAL SHALL HAVE THE SIGNAL HEAD DISPLAYS, SIGNAL HEAD
PLACEMENTS AND CONTROLLER PHASING MATCH THE EXISTING TRAFFIC SIGNAL, ALL THE
TIME OF THE TURN ON, IF NO TRAFFIC STAGING IS IN PLACE OR WILL NOT BE STAGED ON
THE DAY OF THE TURN ON.

UNINTERRUPTIBLE POWER SUPPLY (UPS) SYSTEMS SHALL BE INSTALLLED AND MADE
OPERATIONAL AT TEMPORARY TRAFFIC SIGNAL INSTALLATIONS WHERE UPS IS INSTALLED AT
THE EXISTING TRAFFIC SIGNAL, TEMPORARY TRAFFIC SIGNALS AT RAILROAD
INTERSECTIONS, AND TEMPORARY TRAFFIC SIGNALS AT INTERSECTIOS WITH FIRE STATION
ACTUATED EMERGENCY VEHICLE PRE-EMPTION, OR WHEN INDICATED ON THE PLANS.

TRAFFIC SIGNAL MANAGEMENT SYSTEMS SHALL BE MAINTAINED IN OPERATION AS INDICATED
ON THE PLANS OR AS DIRECTED BY THE ENGINEER. REQUIRED EQUIPMENT IN OPERATION TO
THE SATISFACTION OF THE ENGINEER AND THE AGENCY RESPONSIBLE FOR THE TRAFFIC
SIGNAL MANAGEMENT SYSTEM.

DETECTION AT TEMPORARY TRAFFIC SIGNALS SHALL BE INCLUDED FOR ALL APPROACHES OF
THE INTERSECTION UNLESS INDICATED OTHERWISE ON THE PLANS. THE DETECTION SYSTEM
MUST MEET THE SPECIFICATIONS OF DISTRICT 1 AND THE CONTRACTOR SHALL PLACE THE
DETECTORS INTO OPERATION TO THE SATISFACTION OF THE ENGINEER.

. WHEN PAN, TILT, ZOOM CAMERAS ARE INSTALLED AT THE EXISTING INTERSECTION OR ARE

CALLED FOR IN THE PLANS, THE CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLING AND
MAINTAINING THE CAMERAS TO THE SATISFACTION OF THE ENGINEER AND THE AGENCY

RESPONSIBLE FOT THE CAMERAS.

1.D.0.T.
TRAFFIC SIGNAL INSTALLATION
ELECTRICAL SERVICE REQUIREMENTS

TYPE NO. LAMPS

X WATTAGE X
INCAND| LED

7 OPERATION

TOTAL
WATTAGE

TRAFFIC SIGNAL HEADS TO BE BAGGED
DURING RAILROAD CROSSING CONSTRUCTION.

NOTE

DURING SOUTH LEG OF DUGAN ROAD
CONSTRUCTION DUGAN ROAD WILL BE
CLOSED FOR TRAFFIC. ALL IMPACTED
TRAFFIC SIGNAL HEADS SHALL BE COVERED
DURING CONSTRUCTION AND THE COST WILL
BE INCLUDED IN THE COST OF "TEMPORARY
TRAFFIC SIGNAL INSTALLATION".

RESTORATION OF WORK AREA. RESTORATION OF THE TRAFFIC SIGNAL

SIGNAL (RED) 19 17 0.50

162

(YELLOW) 19 25 0.25

19

(GREEN) 23 15 0.25

86

ARROW

- 12 0.10

PED. SIGNAL - 25 1.00

CONTROLLER 1 100 1.00

100

[LLUM.

SIGN 4 25 0.05

5

LUMINAIRE 0.50

FLASHER 0.50

ENERGY COST TO:

ENERGY SUPPLY: CONTACT:

TOTAL

TOM PERKINS

472

ILLINOIS DEPARTMENT OF TRANSPORTATION/DISTRICT
201 WEST CENTER COURT, SCHAUMBURG, IL 60196-1096

PHONE: 630-723-2127

COMPANY: ComEd

WORK AREA SHALL BE INCLUDED IN THE COST OF TEMPORARY TRAFFIC
SIGNAL INSTALLATION AND NO EXTRA COMPENSATION SHALL BE ALLOWED.
ALL ROADWAY SURFACES SUCH AS SHOULDERS, MEDIAN, SIDEWALKS,
PAVEMENT ETC. SHALL BE REPLACED IN KIND. ALL DAMAGE TO MOWED
LAWNS SHALL BE REPLACED WITH AN APPROVED SOD, AND ALL DAMAGE
TO UNMOWED FIELDS SHALL BE SEEDED IN ACCORDANCE WITH STANDARD
SPECIFICATIONS 252 AND 250 RESPECTIVELY.

NOTE

THE TRAFFIC SIGNAL CONTROLLER
EQUIPMENT FOR THIS PROJECT SHALL

BE “ECONOLITE” TO MATCH THE EXISTING
ADJACENT SYSTEM.
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US ROUTE 30

TEMPORARY CABLE PLAN
N.T.S.
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TEMPORARY CABLE PLAN

US ROUTE 30 AND DUGAN ROAD
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